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About This Document

Purpose

The UpgradeDownload User Guide describes the functions and how to use
UpgradeDownload .

Intended Audience

This document is intended for:

e  UpgradeDownload development engineer

Organization

This document consists of three chapters and is organized as follows.

Chapter Describes

1 Introduction Functions, file composition, and running requirements of
SPUgrade.

2 Interface Description The elements on the main interface, toolbar, and dialog box.

3 Operation Guide How to use UpgradeDownload.
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Introduction

1.1 Functions

UpgradeDownload is used to write the mobile software into hardware modules through serial
ports. It only supports packet file. It has the following advantages:
e  High efficiency
Multiple modules can perform downloading at the same.
®  Easy operation

You need only to connect the module to the serial port and switch to the correct mode.
The program automatically detects the files and starts downloading. After downloading,
you can manually change to another module and downloading starts again.

1.2 File Composition

UpgradeDownload consists of the files described in Table 1-1.

Table 1-1 File composition

Type File
*.exe UpgradeDownload.exe
BMAFrame.dll
. BMPlatform.dll
ol Channel.dIl
DiagChan.dll

UpgradeDownload.ini

BMPFileType.ini

BMError.ini

BMTimeout.ini

Configuration file
BMAConfig.xml

Channel.ini

DiagChan.ini

MCPType.ini

1-2 Spreadtrum Communications Inc. Issue 01 (2010-03-09)
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1.3 Running Requirements

UpgradeDownload runs on Windows 2000. At least one usable serial port is required.

Issue 01 (2010-03-09) Spreadtrum Communications Inc.
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Interface Description

2.1 Main Interface

Figure 2-1 Main interface

"-* UpgradeDownload [FH£8 T % ]

Port Step Status Progress Time[s]
e = RV ES INPY) I et nol, o & da sttt
1. - o C » r 4 ] =
LI S EH T L /=L Ty -
Ready [ MM 4

2.2 Toolbar

Table 2-1 UpgradeDownload toolbar icons

Icon Description

Select the packet file to be downloaded.

I\L:y This icon is unavailable during downloading and turns available after
downloading.

Set download parameters.

@ This icon is unavailable during downloading and turns available after
downloading.

Detect and open the usable serial port and prepare for downloading.

e Automatic: The program automatically detects the modules
connected to the serial port and starts downloading if it finds such
modules. After downloading, the program starts detecting again.

e Manual: The program reports the download result after downloading
is complete. Downloading starts again after you click this icon again.

This icon is unavailable the first time you run the program and you can

G
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start downloading after configuration.

Stop downloading. This icon is available when user clicks the Start
icon and the usable serial port is open.

z=] To protect NV file downloading, this icon turns unavailable. In other
\\.../ cases, user can click this icon to stop downloading.

Only after downloading is stopped can you exit the program.

Version information

2.3 Status Area

Figure 2-2 Status area

Port | Step Status Progress Time[s]

1 FDL Checking baudrate Waiting... ]

Table 2-2 Status area elements

Element | Description

Serial port number

Port

X indicates that the serial port cannot be open.
Step File name
Status Current operation status

Downloading progress
¢ Waiting indicates no module is detected.
Progress ¢ Inprogress indicates an operation is being performed.

¢ Passed indicates downloading is complete. If an error occurs, the
column turns red and Failed is displayed.

Time(s) Cost time (second), each download

Issue 01 (2010-03-09) Spreadtrum Communications Inc.
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Figure 2-3 Passed

Port Step Status Progress

8 NY Finish Passed

Figure 2-4 Failed

Port Step Status Progress

8 NY Finish Failed

Figure 2-5 Waiting

Port Step Status Progress
1 FDL Checking baudrate Waiting...
Note:

After downloading starts, if Waiting... is displayed, it indicates that an operation is being performed and
that this operation may take some time.

In automatic mode, if the previous operation fails, the messages for the next operation are in red.

2.4 Download Settings Dialog Box

Click ‘“/. The Download Settings dialog box is displayed, as shown in Figure 2-6.

2-6 Spreadtrum Communications Inc. Issue 01 (2010-03-09)
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Figure 2-6 Download Settings dialog box

1I
Main Page I Multi Languages I
Part: IW 'I B autrate: |4EDBDD ;I
WET Praduct: | PAC_MaMD_FL&SH_E800H =1
FilelD | FileMame | Basel | sizet
FDL1 C:ADOCUME~TAHOMGLI™1 HIMALOCALS ~15T...  0x40000000 D1ACL
FDL2 C:ADOCUME~TAHOMGLI~1 XIMALOCALS ~15T...  0x30000000 0x120"
B C:ADOCUME~1SHOMGLI=1 HIMALOCALS ~15T...  0<30000001 0x3DE(
EDOT_LOADER C:ADOCUME~1AHOMGLI™1 XIMALOCALS ~15T...  0x80000000 04200
KERMEL_IMG C:ADOCUME~TAHOMGLI™1 MIMALOCALS ~15T...  0x80000003 Dx1E72
LSER_IMG C:ADOCUME~TAHOMGLI~1 XIMALOCALS ~15T...  0<80000004 0xGFAZ
MMIRES C:ADOCUME~1SHOMGLI™1 HIMALOCALS ~14T...  0x30000004 0x580F
FLASH 0x90000003 04000
PHASE_CHECK. 0x90000002
4] | i3
3 SPREADTRUM
u].4 I Cancel I Apply I

Table 2-3 Download Settings dialog box elements

Element Description

Port drop-down list box Serial port

Baudrate drop-down list Baud rate

box

1003 Production version number

Select Product drop-down
list box

Product to be downloaded

Downloading area

FileName, can not edit.

downloading.

Base indicates the download address.

Size indicates the file size. Empty indicates that the
file size is automatically calculated during

Issue 01 (2010-03-09)
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Operation Guide

3.1 Quick Start Guide

3.1.1 Running

Run UpgradeDownload.exe. The main interface is displayed, as shown in Figure 2-1.
3.1.2 Opening Packets and Configuring Files
Click “ to open packets to be downloaded and configure files if necessary.

3.1.3 Setting Parameters

Click “ . The Download Settings dialog box is displayed as shown in Figure 2-6.

3.1.4 Starting Downloading

Click "/ The program automatically starts detecting usable serial ports and opens these
ports for downloading. See Figure 3-1.

Figure 3-1 Download progress

Port Step Status Progress
8 Userlmg Downloading...
Note:

If the module is connected to the serial port but downloading is still not started, infer that:
e The module is not powered.

e The serial port is being used by another program and therefore DloaderR cannot open it. To solve the
problem, quit the program that is using the serial port.

e The module is not in boot mode. Only when the module is in boot mode can downloading be started.

For details about how to switch to boot mode, refer to relevant documents.

3.1.5 Downloading Complete

Figure 3-2 shows that downloading is complete.

3-8 Spreadtrum Communications Inc. Issue 01 (2010-03-09)
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Figure 3-2 Passed

Port Step Status Progress

g NY Finish

Figure 3-3 shows that downloading fails. The failure causes are given.

Figure 3-3 Failed

Port Step Status Progress

g NY Finish Failed

In automatic mode, the downloading result is displayed for 10 seconds and then the main
interface is displayed.

In manual mode, unless you click 0, the downloading result is always displayed.

3.1.6 Exiting the Program

Click "=/ to exit the program.

3.2 Common Settings

3.2.1 Configuring Serial Port

Select the serial port in the Port drop-down list box as shown in Figure 3-4.

Figure 3-4 Configuring the serial port

SO B autrate: |4EEIEEIEI j

The baud rate can be 57600, 115200, 230400, 60800, and 921600. The default value is
115200. If you select a wrong baud rate, you cannot open the serial port or download files.

Issue 01 (2010-03-09) Spreadtrum Communications Inc. 3-9
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3.2.2 Multi-Language Tab Page

Figure 3-5 Multi-language tab page

Download settings |

bain Page Multi Languages | LCDr D:nnﬁgurel

=@ ENGLISH

[ @ 5IMP_CHINESE
1@ TRaD_CHINESE
F® sREIC

= ® FRENCH

E® HiMDI

[ @ HUNGARIAN
@ IMDOMESIAN
E® taLey

[ Backup multi-language MY item

MHaotice: Double click language icon to st it default!

(]S I Cancel | Apply |

It is used to set the supported languages in NV file specially. You can double click the icon

ball to set default language.

Element

Description

[#]® ENGLISH

Red-ball is default language

FE® 5P CHINESE

Normal supported language

Backup multi-language NV item

Select to backup the multi-language NV item or not

Note:

If the NV file is not set or included supported language information, this page will be empty.

3.2.3 LCD-Configure Tab Page

Figure 3-6 LCD-Configure tab page

3-10
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Download settings x|

Main Page  Multi Languages I LCD Configurel

[l @ ENGLISH

[ @ SiP_CHIMESE
[ ® TR&D_CHIMESE
H® sRaBIC

[#1 @ FREMCH

H® HiHDI

[ @ HUNG&RIAM

[ ® INDOMESI&N
H® Maley

[ Backup multi-language MY item Motice:  Double click language icon to zet it default!

ak I Eancell Aol

It is used to set the supported LCD in PS or Userimg file specially.

Note:
If the PS or Userlmg file is not set or included LCD information, this page will be empty.

3.24 MCP Type Page

This page is not showed as default. If you want to use this function, please modify the
UpgradeDownload.ini.

[GUI]
ShowMcpTypePage=1

After modified and restart tool. The MCP Type tab page is showed as Figure 3-7, “Check
MCP Type” is not checked as default. After check it, you can select the MCP type range in the
list of MCP Types. In the download process (after FDL1/FDL2), the tool will check the MCP
Type, if the MCP Type in the phone, the tool will stop and report the error.

You add MCP Type in the file MCPType.ini.

Issue 01 (2010-03-09) Spreadtrum Communications Inc. 3-11
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Figure 3-7 MCP Type tab page

x
b air F'agel bty Languagesl LCD Configure MCF Type |
ID[MID-DID-EID/MID-DID] | Descrption | -
1-FE1007-0 S71GLOGANED
1-FE2000-1 SYIPL127H
1-FE2101-0 SYSE 2Bl [0
1-7E4400-0 zf 1ws128pchf3sr
1-FEE107-0 S¥1VS0B4RBIEHKZ00
1-FEE307-0 S71WS1 28R COEHKALO
20-8800-0 M IELOT B0-0T 2
O 20-2c0E-0 M 3ELOT B0=08 3 e
O 2022100 b 3EWOTBOB0T 3
[ 20-a310-1 m3Ew0rE050td zag
O 2022110 b 3B 0T BOR0E 3
O 20-a8114 m3GwlrE050bdzag
O z0-a81c-0 361080600z amE
O 20-222E-0 r3BI0r 705003
O z0-a82F-0 m3EI0r 705013
O 2022320 M IEPORB0E0MIZS
O 20-2g3co r3EI0rS0E0u0
O z0-5a4s-0 b4 SECOWEOB0T Ok emcom_K.epBd32_Top
O 2022430 b IECOWEDR0B 0/ Memoom_KepB432_Battom
O 20-a8C00 m 36w OrB0E0ud
O z0-2ac1-0 raGwOrB0a014 LI
[ e e e ) LiA AT A AT AR E L Arn eee
(] I Cancel I Appl |

3.3 Password Settings

Modify the file FactoryDownload.ini

[GUI]
NeedPassword=1

After modified, restart the tool. You will need input password when you click the button

'\"'-J/or'@', the password dialog like Figure 3-8. The default password is “admin”. You can
reset the password when clicking the “Reset” button, then the dialog like Figure 3-9. The
password must be character (a-z, A-Z) or number (0-9), and the length must be no more than
20.

3-12
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Figure 3-8 Password Dialog

x
Fazsword: H
0]4 I Reset Cancel
Figure 3-9 Reset password Dialog
x

Fazsword: I

Newr Passward:l

Input Again:
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